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AIR COOLED SCREW CHILLER

Cooling Only & Heat Pump
R22 236 kW~1800 kW
R407c 221 kW~1690 kW
R134a 192 kW~1689 kW

P,

High efiiciency semi-hermetic screw compressor

World famous brand semi-hermetic compressor with oil separator built inside
has a long lifetime. k can realize 4 steps or stepless capacity control. The unique
squirrel-cage compressor motor started up by Y-A type can decrease start
current by 33%, automatically cooled by the refrigerant. The customer can benefit
from out high efficiency and low cost.

hdvanced control
o SIEMENS PLC microcomputer controller and touch screen.
e Friendly and nice interface, easy operation.
e Stepless capacity regulation, temperature control accuracy is up to + 0.5 C to ensure a comfortable indoor environment,
e Advanced central monitoring system, group control, simple operation and auto-judgment of the cooling load to optimize the
efficiency.

Sholll 2 tube heat exchanger

Dry type shell & tube heat exchanger with inner grooved copper tubes optimizes the cooling & heating efficiency. Self-cleaning,
high intensity, anti~shaking design and heat insulation covering material ensure shell & tube heat exchanger unstained, reliable,
quiet, highly efficient.

Various protection
Water shortage protection, high/low voltage protection, anti-freezing protection, overload protection, overheat protection and oil
level protection ensure high reliability and stability.

Hectric contrel

The system can realize remote operation. The system can monitor the water temperature, capacity status and operating time
while running. The water temperature can be controlled according to the water outlet temperature. The system also can be
controlled intelligently. Trouble shooting code displays on the touch screen automatically when the system is abnormal. The unit
can realize the inteddock between the cooling water temperature and chilled water temperature,

Unigque design on air side heal exchanger

* Zone A air flow mixing, * Big angle in zone A, no air

small air volume in the flow conflict
bottom * Big angle in zone B, no
* Vortex in zone B vortex

* Even air flow in zone C
due to large air flow area

* Zone C is with small air
< flow area
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High efficiency air siie
Adopt the totally enclosed air-cooled squirrel-cage
three-phase motor, which has built-in overheat protection
and an aluminum chassis, dust proof and water proof
level reaches IP55.

Precise contrel

SEPAND TAHVIEH

The electronic expansion valve can realize precise
refrigerant and temperature control and ensure the
equipment operating in precise and reliable status,

Water side Air side
o Nominal operating condition Operating range Nominal operating condiion | Operating range
Towp: Inlet water Outlet water Outlet water Temp. m Ambient temp. | Ambient temp. | Ambient temp.
temp,(C) temp.(T) temp.(T) "“’“w"e" () (DBT) (WB) (BBT)
Cooling 12 7 5~15 2-7 35 28 15~46
Heating 40 45 25~50 3~7 % 6 -15~25
Specification RAS0a
Model Heat Pump MAMH-034D3D MAMH-068D3D MAMH-13603D
Model Cooling Only MAMC-034D3D MAMC-088D3D MAMC-136D3D
Nominal Cooling Capacity kW 34 68 136
Nominal Heating Capacity KW 35 68.5 137
Power Supply - 380~400V/50Hz/3Ph
Cooling kW 102 20.2 40.4
Fonelns Healing KW 102 203 40.6
Nominal. Running A 184 36.8 73.6
Current Starting A 128 152 200
Max, Running A 235 45.8 92.5
Type - Scroll Comprassor (Copeland)
Comprassor Quantity - 1 2 4
Refrigerant Charge/R410a | kg 9 8.6°2 864
Control Mode - Automatic
Prolaction - Highflow p prin,water b prin,anti-frezze prin,over heat prin, phase sequence prin ete.
Type - Inner grooved cooper tube & High efficiency hydrophilic aluminum fin
Fan Typs - Axial Fan
Heat Exchanger Fan Quantity = 1 2 4
(Air Side) Fan Air Volume m'/h 13000 130002 130004
Fan Rated Powsr kW 0.75 0.7572 0.75%4
Type " Plate Plate Plate
Heal Exchang Water Flow m'h 5.9 11,7 234
(Wator Side) Water onfsum.D!op kPa 34 45 52
Connection Pipe mm RC1-1/2* RC2" DN8o
Working Pressure MPa 1.0 MPa
Noise Lavel dB(A) 68 70 70
Net Weight kg 408 838 1130
Weight Operating Weight kg 449 702 1243
Shipping Weight kg 418 648 1140
i Net (W'D*H) mm 1225*1012*1995 2030*1012*1995 215019091995
Package (W'D*H) mm 1225°1062°2110 215010622075 215019501995
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ALCO thermal expansion valve may provide stable and accurate control. Dry filters for obstacles to 40 um keep the units stainless.
Other parts include corner valve, solenoid valve, four way valve, high/low safety pressure switches, etc.

Conveniant Installation

The system can be installed on the building roof or outside without special machine room and water tower, The system is applied
for hotel, hospital, cinema, school, office building, etc.

o Water side Air side
Nominal operating condition Operating range Nominal operating condition Operating range
Inket water Outlet water Oullet water Temp, difference Ambienttemp. | Ambienttemp. | Ambient temp.
b/ temp.(C) temp.(T) temp.(T) Dt e ac {BT) (WBT) (0BT)
outlet (T)
Cooling 12 7 5~15 2~7 35 28 16~43
Heating 40 45 40-50 3~7 7 6 -10~20
Specification R22 /T4
Mode] Heat Pumg MASH-A3D2| 236 271 308 341 373 450 499 531 6§02 641
Model Cocling Only MASC-AZD2| 236 271 308 341 373 450 499 531 602 641
Nominal Cooling Capacity KW 236 271 308 341 373 450 499 531 602 641
Nominal Heating Capacity kW 264 303 345 381 418 504 558 585 675 718
Heat Recovery Capacity(Option) kW 50 69 79 87 95 115 127 138 154 164
Power Supply - 380~400V/50Hz/3Ph
ol Caoling kW 74 86 95 107 118 142 157 165 187 202
Healing kW 7 83 92 104 114 138 152 160 182 196
Starting A 591 689 765 863 948 1141 1264 1324 1507 1626
Current Nominal Running A 131 153 170 192 211 254 281 294 335 361
Max. Running A 164 192 213 240 263 317 351 368 419 452
Type @ Sem=Hemetic Screw Compressor
Quantity pes 1 1 1 1 1 1 1 1 1 1
Compressor|  Rated Power Input kW 66 i 84 97 105 127 143 147 169 180
Starting Type - Y-A
Capacity Adjusting 9 25%-100% 4 Step Control
o Type - R22
e Charge Volume o 89 | 7 | 8 | 95 | 10or | 120 | 130 | 150 | 185 | 170
Control Mode . Micraprocessor Control (PLC)
Protection - Poveer Prin, O Level Prin, High!Low Pressure Prin,Or Prin,Overdoad PrinWater flow prin, Anti-Freeze Prin efr.
Type . Hyfrophilic Fins+High Efficiency Inner Grooved Caoper Tubes
Fan Type E Weather-Proffi.ow Noise/High Efficiency Axial Fan
Condenser Fan Quantity pcs 4 4 8 [ [ 8 8 10 10 10
Fan Air Volume mth 80000 | 96000 | 120000 | 120000 | 144000 | 160000 | 160000 | 200000 | 200000 | 240000
Fan Power lnput KW 72 8.8 108 10,8 132 144 144 18.0 180 220
Type 3 High Efficiency Shell and Tube Exchanger
Water Flow mih 41 47 59 | B4 77 91 110
Evap Water Pressure Drop kPa 70 70 70 70 70 70 10 70 70 70
Water Pipe Connection | DN | 80FLG | 80FLG | 100FLG | 100FLG | 100FLG | 125FLG | 125FLG | 125FLG | 150FLG | 150FLG
Max. Working Pressure MPa 1.6 MPa
Type & High Efficiency Shell and Tube Exchanger
Heat Recovery Water Flow m'h 103 11.8 135 14.9 16,4 197 219 233 26,4 28,1
(Opiond) | Water Pressure Drop kPa 45 45 45 45 45 45 45 45 45 45
Water Pipe Cannection DN 50FLG | 50FLG | SOFLG | 50FLG | 6SFLG | 65FLG | 65FLG | 65FLG | B5FLG | 65FLG
Max. Working Pressure MPa 1.6 MPa
Noise Level dB(A) 77.3 77.9 78.7 79.9 80.3 81.1 812 82.2 83.6 839
Net Weight kg 2800 3100 3800 3900 4000 4500 4800 5100 5500 5800
Weight Operating Weight kg 3050 3350 4100 4200 | 4300 4800 5100 5400 5800 6100
Shipping Weight kg 2850 3150 3850 3950 4050 4550 4850 5150 5550 5850
Width mm 2235 2235 2235 2235 | 2235 2235 2235 2235 2235 2235
Dimension Depth mm 2430 2430 3435 3435 3435 4400 | 4400 5365 5365 5365
Height mm 2400 2400 2400 2400 2400 2400 2400 2400 2400 2400
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k22 /T1
1594 1800

Model Heat Pump MASHA3D2 | 748 900 997 1062 1205 1282 1350 1496
Model Cooling Only MASC-A3D2 [ 746 900 997 1062 1205 1282 1350 1496 1594 1800
Nominal Cooling Capacity KW 748 900 997 1062 1205 1282 1350 1496 1594 1800
Nominal Heating Capacity KW 836 1008 1117 1190 1349 1436 1512 1675 1785 2024
Heat Recovery Capacity(Option) KW 190 230 254 271 307 327 344 381 406 461
Power Supply - 380~400V/50Hz/3Ph
——— Codling KW 236 284 314 329 37s 404 425 471 494 562
Heating kW 229 2715 305 319 363 392 413 457 479 545
Starting A 1053 1267 1404 1471 1674 1806 1283 1432 1501 1707
Current Nominal Running A 421 507 562 588 870 723 760 842 883 1004
Max. Running A 526 634 702 736 837 903 951 1053 1103 1256
Type 5 Semi-Hermetic Screw Comprassor
Quantity pcs 2 2 2 2 2 2 3 3 3 3
Compressor|  Rated Power Input KW 209 255 285 233 339 360 382 428 440 508
Starting Type B Y=0
Capacity Adjusting % 12.5%-100% 8 Step Control
Type & R22
Rettgeam [~ Charge Volime kg 214 | 240 | 260 | 300 | 330 | 340 [ 360 [ 300 [ as0 [ 4es
Contrdl Mode - Microprocessor Contro] (PLC)
Protection - Power Prin, O Level Prin. HighL ow Pressure Prin Overheat Prin.Ovedoad Prin Water flow prin, Ant-Freezs Prin etc.
Type = Hyfrophilic Fins+High Efficiency Inner Grooved Cooper Tubes
Fan Type - Weather-Proff/l.ow Noise/High Efficiency Axial Fan
Condoney | Fan Quarly pes 12 16 16 20 20 20 24 24 30 0
Fan Alr Volume mth | 288000 | 320000 | 320000 | 400000 | 400000 | 480000 | 480000 | 480000 | 600000 | 600000
Fan Power Input KW 264 288 288 36,0 360 | 440 432 432 540 | 540
Type - High Efficiency Shell and Tube Exchanger
Water Flow mifh 128 155 172 183 207 221 232 257 274 | 310
Evaporator | Water Pressure Drop kPa 70 70 70 70 70 70 70 70 70 70
Water Pipe Connection DN [100FLG*2|125FLG*2{125FLG*2|125FLG*2| 150FLG*2|150FLG"2[ 125FLG*3 | 125FLG"3| 125FLG"3|150FLG"3
Max, Working Pressure MPa 1.6 MPa
Type = High Efficiency Shell and Tube Exchanger_
Heat Recovery Water Flow mih | 327 39,5 43,7 46,6 52,8 56,2 59,2 856 69,9 79,3
{Optional) | Water Pressure Drop kPa 45 45 45 45 45 45 45 45 45 45
Water Pipe Connection DN B5FLG*2 | 65FLG*2 | B5FLG"2 | 65FLG"2 | 65FLG*2 | 65FLG"2 | B5FLG"3 | 65FLG*3 | 85FLG*3 | 65FLG"3
Max, Working Pressure MPa 1.6 MPa
Noise Level dB(A) 813 82.1 82.2 83.2 84.6 84.9 83.6 83.7 84.7 86.1
Net Weight kg 8000 9000 9600 10200 | 11000 | 11600 | 13500 | 14400 | 15300 | 16500
Weight Operating Weight kg 8600 9600 | 10200 | 10800 | 11600 | 12200 | 14400 | 15300 | 16200 | 17400
Shipping Weight kg 8100 9100 9700 | 10300 | 11100 | 11700 | 13650 | 14550 | 15450 | 18650
Width mm 2235 2235 2235 2235 2235 2235 2235 2235 2235 2235
Dimension Depth mm 8870 8800 8800 | 10730 | 10730 | 10730 | 13200 | 13200 | 16095 | 16095
Height mm 2400 2400 2400 2400 2400 2400 2400 2400 2400 2400
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Model Heat Pump MASH-B3D2| 221 253 288 318 349 421 486 497 599
Model Cooling Only MASC-B3D2| 221 253 288 318 349 421 466 497 563 599
Nominal Cooling Capacity kw 221 253 288 318 349 421 466 497 563 599
Nominal Heating Capacity kW 244 280 319 353 386 466 517 550 624 664
Heat Recovery Capacity(Option) kW 56 65 74 81 89 107 119 127 144 153
Power Supply - 380~400V/50Hz/3Ph
Cooling kW 72 84 93 105 115 139 154 161 183 198
Paower Input Heating
kW 70 81 90 102 112 134 149 156 178 192
Starting A 578 674 748 844 927 1115 | 1235 1295 1472 | 1589
Current Nominal Running A 128 150 166 188 206 248 274 288 327 353
Max. Running A 181 187 234 257 310 343 360 409 442
Type & Sem-Hermetic Screw Compressor
Quantity pes 1 1 1 1 1 1 1 1 1 1
Compressor|  Rated Power Input kW 85 75 82 94 102 124 139 143 185 176
Starting Type o Y-4
Capacity Adjusting % 25%=100% 4 Step Control
oEs Type = R407¢
o Charge Volume ka 69 | 76 | 8 | o5 | 07 | 120 | 130 [ 150 [ 1es 170
Control Mode B Microprocessor Control (PLC)
Protection - Power Prin, O Level Prin, HighlL.ow Pressure Prin, Overheat Prin,Overload Prin,Water flow prin, Anfi-Freeze Prin eic.
Type . Hyfrophilic Fins+High Efficiency Inner Grooved Cooper Tubes
Fan Type = Weather-Proff/Low Noise/High Efficiency Axial Fan
c Fan Quantity pes 4 4 6 6 & 8 8 10 10 10
Fan Ar Valuma mvh | 80000 | 96000 | 120000 | 120000 | 144000 | 160000 | 160000 | 200000 | 200000 | 240000
Fan Power Input kW 7.2 8.8 10.8 108 132 144 144 18,0 180 | 220
Type - High Efficiency Shell and Tube Exchanger
Water Flow mh 42 50 | 55 | 72 85 103
Evap: Water Pressure Drop kPa 70 70 70 79 70 70 70 70 70 70
Water Pipe Connection DN _80FLG | 80FLG | 100FLG | 100FLG [ 100FLG | 125FLG | 125FLG | 125FLG | 150FLG | 150FLG
Max, Working Pressure MPa 1.6 MPa
Type . High Efficiency Shell and Tube Exchanger
R y Water Flow m'/h 9.7 1.1 12.6 14.0 16.3 185 204 21.8 24.7 26.3
(Optional) | Water Pressure Drop kPa 45 45 45 45 45 45 45 45 45 45
Water Pipe Connection DN SOFLG | S0FLG | 50FLG | 50FLG | BSFLG | B5FLG | B5FLG | B5FLG | B5FLG | 65FLG
Max. Working Pressure MPa 1.6 MPa
Noise Level dB(A) 77.3 77.9 78.7 79.9 80.3 81.1 81.2 82.2 83.6 83.9
Net Weight kg 2800 3100 3800 3900 4000 4500 4800 5100 5500 5800
Waelght Operating Weight kg 3050 3350 4100 4200 4300 4800 5100 5400 5800 6100
Shipping Weight kg 2850 3150 3850 3950 4050 4550 4850 5150 5550 5850
Width mm 2235 2235 2235 2235 2235 2235 2235 2235 2235 2235
Dimension Depth mm 2430 2430 3435 3435 3435 4400 | 4400 5365 5385 5365
Height mm 2400 2400 2400 2400 2400 2400 2400 2400 2400 2400
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Model Heat Pump MASHB83D2| 698 842 932 993 1127 1199 1262 1399 1490 1630
Model Cooling Only MASCB3D2| 698 842 932 993 1127 1199 1262 1399 1490 1690
Nominal Cooling Capacily KW 698 842 932 993 1127 1199 1262 1399 1490 1690
N | Heating Capacity kW 773 932 1033 1101 1248 1328 1398 1550 1651 1872
Heat Recovery Capacity(Option) kw 178 215 238 253 287 306 322 357 380 431
Power Supply - 380~400V/50H2/3Ph
T Cooling kW 230 217 307 322 366 395 416 481 483 549
Heating kw 223 269 298 312 355 383 403 447 488 533
Starting A 1030 1239 1372 1438 1636 1766 1264 1400 1467 1669
Current Nominal Running A 412 496 549 575 655 706 743 823 863 982
Max, Running A 515 620 686 718 818 883 929 1029 1079 1227
Type w Semi-Hermetic Screw Compressor
Quantity pes 2 2 2 2 2 2 2 2 2 2
Compressor|  Rated Power Input kW 204 248 278 286 330 351 373 417 429 495
Starting Type g Y-A
Capacity Adjusting 5 12,5%-100% 8 Step Control
3 Type v R407c
¥ Charge Volume ka 214 | 240 | 260 [ 300 | 330 | 3a0 | seo [ 3s0 | 4s0 [ ass
Control Mode 3 Microp Control (PLC)
Protection = Power Prin, Ol Level Prin, High/Low Pressure Prin,Overheat Prin,Overdoad Prin Water Sow prin, AnfiFreeze Prin etc.
Type O Hyfrophilic Fins+High Efficiency Inner Grooved Cooper Tubes
Fan Type % Weather-ProffiLow Nolse/High Efficiency Axial Fan
Ci
Fan Quantity pes 12 18 16 20 20 20 24 24 ag 30
Fan Air Volume m'h | 288000 | 320000 | 320000 | 400000 | 400000 | 480000 | 480000 | 480000 | 600000 | 600000
Fan Power Input KW 264 288 288 | 380 38,0 440 432 43,2 540 | 540
Type % High Efficiency Shell and Tube E ol
Water Flow mh 120 145 | 160 171 194 208 217 241 256 291
Evap Water P Drop kPa 70 70 70 70 70 70 70 70 70 70
Water Pipe Connection DN "2|125FLG"2] 125FLG2{150FLG*2]| 150FLG"2|125FLG*3|125FL G 3[125FLG*3|150FLG"3
Max. Waorking Pressure MPa 1.6 MPa
Type o High Efficiency Shell and Tube Exchanger
Heat Recovery Water Flow m'h 306 36.9 40.9 436 49.4 52.6 554 61.3 | 654 74.1
(Optional) | VVater Pressure Drop kPa 45 45 45 a5 4 45 45
Water Pipe Connection DN B5FLG*2 | BSFLG™2 | B5FLG"2 | 65FLG"2 | B5FLG"2 | 65FLG"2 | 65FLG"3 | 65FLG"3 | B5FLG'3 | 65FLG3
Max, Working Pressure MPa 1.6 MPa
Noise Level dB(A) 813 82,1 82,2 832 84,6 84,9 836 83.7 84,7 86.1
Net Weight kg 8000 9000 9600 | 10200 | 11000 | 11600 | 13500 | 14400 | 15300 | 16500
Weight Operating Weight kg 8600 9600 10200 | 10800 | 11600 | 12200 | 14400 | 15300 | 16200 | 17400
Shipping Weight kg 8100 9100 9700 | 10300 | 11100 | 11700 | 13650 | 14550 | 15450 | 16650
Width mm 2235 2235 2235 2235 2235 2235 2235 2235 2235 2235
Dimension Depth mm 6870 8800 8800 10730 | 10730 | 10730 | 13200 | 13200 | 16085 | 16095
Height mm 2400 2400 2400 2400 2400 2400 2400 2400 2400 2400
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Specification

Model Heat Pump MASH-C3D2 192 220 264 301 358 420 484 563
Model Cocling Only MASC-C3D2 192 220 264 301 358 420 484 563
Nominal Cooling Capacity kW 192 220 264 301 358 420 484 563
N | Heating Capacity kw 215 246 296 337 401 470 542 631
Heat Recovery Capacity(Option) kW 55 66 75 90 105 121 141
Power Supply - 3807400V/50H2/3Ph
Paavie i Coolpa kW 58 68 79 %0 108 125 145 167
Heating kW 56 66 77 87 105 121 141 162
Starting A 465 549 636 720 872 1005 1167 1348
Cutrent Nominal Running A 103 122 141 160 194 223 259 299
Max, Running A 129 152 177 200 242 279 324 374
Type K Sem=Hermetic Screw Compressor
Quantity pes 1 1 1 1 1 1 1 1
Compressor| Rated Power Input KW 52 61 72 81 99 113 131 149
Starting Type £ Y=A
Capacity Adjusting o 25%-100% 4 Step Control
Slas Type 2 R134a
TR Charge Volime kg 60 | e | s | 90 | 05 | 130 | 143 | 1es
Control Mode s icrop Control (PLC)
Pro 2 Power Prin, O Level Prin, HightL ow Pressure Prin.Overheat Prin, Overload Prin Water flow prin, Anti+ reeze Prin etc.
Type - Hyfrophilic Fins+High Efficiency Inner Grooved Cooper Tubes
% Fan Type - Weather-Proff/Low Noise/High Efficiency Axial Fan
(o )
Fan Quantity pes 4 4 [ [ 8 8 8 10
Fan Air Volume mh 80000 96000 120000 144000 | 160000 176000 | 192000 ! 200000
Fan Power Input kW 6.0 72 7.2 9,0 9.6 12.0 144 180
Type a4 High Efficlency Shell and Tube Exchanger
Water Flow m'h 33 38 52 62 72 83 97
Evap Water Pressure Drop kPa 70 70 70 70 70 70 70 70
Water Pipe Connection DN 80FLG | 80FLG 100FLG 100FLG | 100FLG 125FLG | 125FLG 125FLG
Max. Working Pressure MPa 1.6 MPa
Type & High Efficiency Shell and Tube Exchanger
Heat Recovery Water Flow mYh 8.3 9.5 11.4 12.8 15.4 18.1 20.8 242
(Optionsd) | "Vater Pressure Drop KkPa 45 45 45 45 45 45 45
Water Pipe Connection DN 50FLG S0FLG SOFLG 65FLG B5FLG B5FLG 65FLG
Max, Working Pressure MPa 1.6 MPa
Noise Level dB(A) 77.8 78.5 801 81.2 82.3 83,1 836 844
Net Weight kg 2950 3250 4050 4100 4700 5000 5200 5900
Weight Operating Weight kg 3200 3500 4300 4400 5000 5300 5500 6200
Shipping Weight kg 3000 3300 4100 4150 4750 5050 5250 5950
Width mm 2235 2235 2235 2235 2235 2235 2235 2235
Dimension Depth mm 2480 2460 3435 3435 4650 4650 4650 5600
Height mm 2400 2400 2400 2400 2400 2400 2400 2400
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Model Heat Pump MASH-C3D2 602 716 840 968 1126 1260 1689
Mode| Cooling Only MASC-C3D2 602 716 840 968 1126 1260 1452 1689
inal Cooling Capacity KW 602 716 840 968 1126 1260 1452 1689
Nominal Heating Capacity KW 674 802 941 1084 1226 1411 1626 1892
Heat Recovery Capacity(Option) kW 151 179 210 242 282 315 363 422
Power Supply - 380~400V/50Hz/3Ph
i Codling KW 179 217 250 290 336 375 435 502
Heating KW 174 210 242 281 325 363 422 487
Starting A 800 969 1116 1297 1495 1139 1323 1525
Current Nominal Running A 320 388 447 519 598 670 778 897
Max. Running A 400 484 558 648 748 837 973 1121
Type % Semi=Hermetic Screw Compressor
Quantity pcs 2 2 2 2 2 2 2 2
Compressor  Rated Power Input KW 161 198 228 261 298 339 392 448
Starting Type 7 Y=£
Capacity Adjusting 5 12.5%-100% 8 Step Control
ek Type E R134a
TSP Charge Volume kg 180 | 210 | 260 | 286 | 33 | 3s0 | 420 | 495
Control Mode - Microp Control (PLC)
Protection & Power Prin, Of Level Prin, High/Low Pressure Prin,Overheat Prin,Ovedoad Prin Water flow prin, Anti-Freeze Prin efc,
Type = Hyfrophilic Fins+High Efficiency Inner G: d Cooper Tubes
Bk Fan Type = Weather-Proff/Low Noise/High Efficiency Axial Fan
== Fan Quanity pes 12 16 16 18 20 24 24 30
Fan Alr Vokers mth | 288000 | 320000 | 352000 | 384000 | Hm__m__ﬂm_ 600000
Fan Power Input KW 18.0 192 240 28.8 36.0 36,0 432 54.0
Type a2 High Efficiency Shell and Tube E g
Water Flow mth {104 123 | 167 217 291
E Water Pressure Drop kPa 70 70 70 70 70 70 70 70
Water Pipe Connection DN 100FLG*2 | 100FLG*2 | 125F1G*2 | 125FLG*2 | 125FLG"2 | 125FLG"3 | 150FLG*3 | 150FLG"3
Max, Working Pressure MPa 1.6 MPa
Type & High Efficlency Shell and Tube E: g
Heat Recovery Water Flow mh 25.9 308 36.1 416 | 484 54.2 726
(Optonap | Water Pressure Drop kPa 45 45 45 45 45 45 45 45
Water Pipe Connection DN B5FLG*2 | B5FLG'2 | B5FLG'2 65FLG"2 | B5FLG*2 B5FLG'2 | B5FLG*2 | 65FLG"2
Max, Working Pressure MPa 1.6 MPa
Noise Level dB(A) 2 833 84.1 84.6 854 85.1 858 864
Net Weight kg 8200 9400 10000 10400 11800 15000 15600 17700
Weight Operating Weight kg 8800 10000 10600 11000 12400 15900 16500 18600
Shipping Weight kg 8300 9500 10100 10500 11800 15150 15750 17850
Width mm 2235 2235 2235 2235 2235 2235 2235 2235
Dimension Depth mm 6870 9300 9300 9300 11200 13950 13950 18800
Height mm 2400 2400 2400 2400 2400 2400 2400 2400
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