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WATER COOLED SCREW CHILLER

Cooling Only
R22 275 kW~3600 kW
R134a 245 kW~1820 kW

High efficiency compressor

e Advanced twin screw compressor with optimum structure can realize automatic stepless or 4 steps capacity control
to achieve high efficiency.

¢ Running noise is low thanks to low friction area inside the compressor.

« The compressor has a long lifetime profiting from high performance of interior oil segregator.

Rotor deffecton analysis

High=performance Super Rotor

Precise Control Complete protections ensure high reliability and stability
e Adopt the outer balance type thermal o Compressor overload protection
expansion valve, superior quality. Overheat protection
Wrong or reverse phase protection
High/low pressure protection
Oil level protection
Chilled or cooling water shortage protection
Anti-freezing protection for chiller water
Temperature sensor or communication failure malfunction alarm
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Highly efficient and reflabie hast exchanger

* Flooded type (optional) / dry type evaporator and shell & tube condenser, with unique heat exchanger structure
and optimum copper pipe combination, enhance the heat emission and exchange efficiency greatly.

« Self-cleaning, high intensity and anti~shaking design ensure the heat exchanger unstained, reliable, quiet.

- Refrigarant
Lo L T
L=
Capper tube structure- eﬂu@«‘i;’?um%
'\.—- Inner grooved & patentad sawtooh design
s b:ml High efficency innar grooved copper tube sufficient excharge surface
Shell & tube heat exchanger (dry type)
oy i
¥
wader outfet
water injat
g
shell & tube hoat exchanger (flooded type)

Control functions

« Distant control function

* Multiple operation control function: cooling, self-diagnostic, manual changeover

* Record the malfunction query function

o Usersfriendly operation touch controller

¢ Intelligent control compatible with most communication
Network communication

e Support multiple electronic communication protocol

* Group control for multiple master units & Network communication with multiple intelligent equipments

o Compressors start up in sequence and balance the friction each other

* Self-diagnostic & Selfdock function

+ Fully automatically energy saving operation

*Heat pump application ( Water source/Ground source ) is available up to requirement,
Nominal operating condition and Operating range

% Nominal Cooling Operating Condition Operating Range
i Chilled Water Coaling Water Chilled Water Cooling Water
Termp hletwater | Oulet water | Inlet water Outlet water Outlet water |Terrp, diffierence betweer]  Infet water  [Temp, difference between
i temp.(T) temp.(C) temp.(TC) temp.(C) temp.('C) inkstand outiet (C) temp.(T) | inketand cufet(T)
Codling 12 7 30 35 5-15 2-8 20~40 2~10
AL9PT Adpuws sepandtahvieh.com
SEFAND TAKVIEH




=

=

—

4905 dgww
SEPAND TAHVIEH

Specification (Dry Type)
Specification 310 | 360 | 420 [ 510 | 580 | 670 | 780 | 840 | 910 [ 1010 [ 1170 | 1310 [ 1510 | 1680 | 1810 | 2020
kW 308 | 356 [ 424 | 505 | 583 | 656 | 757 | 840 | 905 [ 1010 [ 1166 [ 1312 [ 1514 | 1680 | 1810 [ 2020
W Capay RT | 88 | 101 | 121 | 144 | 166 | 187 | 215 | 230 | 257 | 287 | 332 | 373 | 430 | 478 | 515 | 574
Power Supply - 380V/50HZ/3Ph
Power Input Cooling kW 61 | 71 | 8 | 99 [ 114 [ 126 [ 149 [ 165 [ 175 [ 194 [ 228 | 252 [ 208 | 330 | 350 [ 388
Nominal Running A 105 | 122 [ 145 [ 168 [ 193 [ 214 | 276 | 298 | 203 | 325 | 386 | 428 | 552 | 596 | 586 | 650
Current Starting A 206 | 394 | 437 | 467 | 506 | 574 | 756 | 848 | 895 | 998 [1187 | 1303 [ 1402 | 1598 | 1855 | 2071
Max. Running A 1568 | 186 | 220 [ 300 | 334 [ 384 | 431 | 455 [ 507 | s00 | e68 | 768 | 862 | 910 | 1014 | 1200
Type - SemHermetic Screw Compressors
. Quantity - gl ¢ [ v IEeE + Esiml ¢+ ] ¢ e 2 [Eaml 2 [ 2
pressor | Starting Type 2 A
Capaciy Adusting % 25%-100% 4 Step Control Or Stepless Control [12.5%~100% 8 Step Contral Or Stepless Control
Refr t kg 55 [ 60 [ 70 [ 85 | 95 [ 105 [ 120 | 135 | 145 | 160 [95'2 [105°2[120'2]135°2 [ 145°2[ 160°2
Cantrol Mode - PLC Microprecossor Control
Protection - HighlLow pressure prin, Short of water prin, Anti-freeze prin, Phase prin, Ovedoad prin, Overheat prin, Oflevel prin, etc,
Type - Shell & Tube (Dry Type)
Water Flow m'h 53 [ &1 [ 73 | 87 [ 100 | 143 [ 130 [ 144 [ 156 [ 174 [ 201 [ 226 [ 260 | 289 [ 311 [ 347
Waler Pressure Drop kPa 65 | 72 | 75 | 78 [ 82 | 75 [ 85 [ 78 | 85 [ 90 |76 | o8 | 79 | 87 | 83 | 99
Evaporator Flow Circuit - 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1
Connection Pipe DN/mm | 100 | 100 | 126 | 125 [ 125 | 150 | 150 | 150 [ 150 | 150 | 150 | 200 | 200 | 200 | 200 | 200
Fouling Factor 5 0.018m% CAW
Working Pressure MPa 1.0 MPa
Type - Shell & Tube
Water Flow mh 63 | 73 | 88 | 104 [ 120 | 135 | 156 | 173 | 186 | 207 | 240 | 269 | 312 | 346 | 372 | 414
Walar Pressure Drop kPa 57 | 50 | 38 [ 38 | 37 [ 36 | 47 | 45 | 44 | 44 | 88 | 80 [ 96 | 98 | 98 [ 98
Condenser Flow Circult - 2 2 |2 2 2 2 2 2 2 2 e 2 2 2 29| 2
Connection Pipe DN/mm | 100 | 100 [ 125 [ 125 [ 125 | 150 | 150 | 150 | 150 | 150 | 150 | 200 [ 200 [ 200 | 200 | 200
Fouling Factor - 0.044m*. T/kW
Working Pressura MPa 1.0 MPa
Weight Net Weight kg 1810 | 1860 | 2050 | 2430 | 2500 | 2830 | 3220 | 3530 | 3710 [ 3930 [ 4720 | 5070 | 6030 | 6480 | 6770 | 7200
Operalting Weight kg 1920 | 1980 | 2180 | 2580 2680 | 3030 | 3570 | 3880 | 4020 | 4250 | 5220 | 5620 | 6630 | 7080 | 7420 | 8000
Width mm | 3050 | 3050 | 3050 | 3250 | 3250 | 3350 | 3450 | 3450 | 3500 [ 3500 [ 4750 | 4750 [ 4950 | 5200 | 5250 | 5300
Dimension Depth mm | 1250 | 1250 | 1250 | 1380 | 1400 | 1480 | 1500 | 1550 | 1580 | 1650 | 1580 | 1650 | 1680 | 1720 | 1750 | 1800
Height mm | 1680 | 1720 | 1720 | 1760 | 1760 | 1810 | 1810 | 1900 | 1950 | 1950 | 1860 | 1860 | 1980 | 1980 | 2100 | 2150
@ﬂ@é}@ (Dry Type)
Specificati 260 | 321 | 380 | 430 | 490 | 540 | 580 | 670 [ 770 | 870 1070 | 1160 [ 1350
kW 256 | 321 | 383 | 434 | 493 | 536 | 582 [ 674 | 766 | 868 aas 1072 | 1164 | 1348
Hominel Coolng Capecky RT | 73 | 91 | 109 | 123 | 140 | 152 | 165 | 192 | 218 | 247 | 280 | 305 | 331 | 383
Power Supply - 380V/50HZ/3Ph
Power Input Cooling kW 49 62 | 73 80 91 [ 100 [ 108 [ 124 [ 146 | 160 | 182 [ 200 [ 216 | 248
Nominal Running A 86 | 106 | 125 | 138 | 156 | 173 | 187 | 212 | 250 | 276 | 312 | 346 | 374 | 424
Current Starting A 262 | 308 | 332 | 463 | 510 | 545 505 755 527 680 | 758 | 816 | 890 | 1091
Max. Running A 134 | 167 | 195 [ 217 | 249 [ 271 434 | 498 | 542 | 590 | ero0
Type - Sum-HenmtcSaeanm
Quantity - g 1 [ 1 | | | 2 Sl 2 [l 2
Compressor Starting Type -
ity Adjusting [ 25%-100% 4 Step Control OrsaaplauComd [ 12.5%-100% & Step Contrdl Or Stepless Control
|Refrigerant ChargaiR134a kg 80 | 75 [ 80 [ 90 | 105 [ 115 | 125 | 140 | 80°2 | 90'2 [ 105°2 [ 115%2 [ 125%2 [ 140%2
Control Mode - PLC Microprecossor Control
P i - High/Low pressure prin, Short of water prin, Anti-freaze prn, Phase prin, Overoad prin, Overheat prin, Offeve] prin, elc,
Type 2 Shell & Tube (Dry Type)
Water Flow mih 44 55 | 66 75 85 | 92 [ 100 [ 116 [ 132 | 140 | 170 | 184 | 200 [ 232
Waler Pressure Drop kPa 75 77 | 80 85 75 | 86 88 | 78 | 9% 78 80 | 82 87
Evaporator Flow Circuit - 1 1 1 1 1 1 1 1 1 1 1 1 1 1
Connection Pipe DNfmm | 80 | 100 [ 125 | 125 | 126 [ 125 | 125 [ 150 | 150 | 150 | 150 | 150 [ 200 | 200
Fouling Factor & 0.018m™ C/AW
Working Pressure MPa 1.0 MPa
Type g Shell & Tube
Waler Flow mh 52 66 | 78 88 | 100 | 109 [ 119 [ 137 [ 167 | 177 | 201 | 219 [ 237 | 275
Water Pressure Drop kPa 66 | 38 | 40 43 45 | a5 | 47 | a7 72 77 86 | 89 80 | @2
Condenser Flow Circult d 2 2 2 2 2 2 2 2 2 2 2 2 2 2
Connection Pipe DN/mm | 80 | 100 [ 125 | 125 | 125 [ 125 | 125 | 150 [ 150 | 150 | 150 [ 150 | 200 | 200
Fouling Factor - 0.044m*- /KW
Working Pressure MPa 1.0 MPa
Weight Net Weight kg 1880 | 2130 | 2180 | 2500 | 2880 | 2080 | 3130 [ 3360 [ 4070 | 4540 | 5560 [ 5750 | 6020 | €330
Operating Weight kg 2050 | 2320 | 2360 | 2750 | 3180 | 3280 | 3450 | 3700 | 4460 | 4980 | 6110 | 6320 | 6620 | 6850
Width mm | 2080 | 3180 | 3180 | 3180 | 3485 | 3465 | 3480 | 3480 | 4750 | 4800 5100 | 5100 | 5150
Dimension Depth mm 1245 | 1270 | 1270 | 1385 | 1385 | 1395 | 1450 | 1475 | 1385 | 1465 | 1515 | 1525 | 1550 | 1605
Height mm 1680 | 1720 [ 1720 | 1720 | 1760 | 1830 | 1830 [ 1880 [ 1750 | 1810 | 1930 [ 1930 [ 2030 [ 2070
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(Flooded Type)

Specification [MWSC-A3F 275 | 345 | 416 | 525 | 630 | 680 | 768 | 892 | 957 | 1095 | 1195 | 1340 | 1550 | 1800
Nominal Cooling Capacit KW 275 | 345 | 418 | 525 | 630 | 680 | 768 | 892 | 957 | 1095 | 1195 | 1340 | 1650 | 1800
bl RT 78 | o8 | 118 | 149 | 179 | 193 | 218 | 254 | 272 | 311 381 | 441 | 512
Power Supply - 380~400V/50H2/3Ph
Power Input Cooling kW 64 77 | 96 [ 116 | 124 [ 138 | 158 [ 173 | 193 | 212 | 238 [ 275 | 319
Nominal Running A 96 | 118 | 138 | 171 | 208 | 217 | 252 | 279 | 305 | 340 | 364 | 406 | 471 | Sa1
Current Starting A 672 | 826 | 966 | 1197 | 1456 | 1519 | 1764 | 1953 | 2135 | 2380 | 2548 | 2842 | 3297 | 3787
Max, Running A 120 | 148 | 173 | 214 | 260 | 271 | 315 | 349 | 381 | 425 | 455 | 508 | 589 | 676
Type - Semi-Hermetic Screw Compressors
Quantity - | 1 EaEel 1 [EEEN 1 [ 1 e 1 [ESeE 1  Eee] §
Comp Starting Type - Y-4
Ad % 25%-100% 4 Step Control
Refrigerant Charge/R22| kg 100 | 115 [ 116 | 120 [ 175 | 175 [ 160 [ 205 | 205 [ 215 | 245 | 260 | 300 | 330
Control Mode - PLC Microprecossor Control
Protection - High/Low pressure prin, Short of water prtn, Antifreeze prin, Phase prin, Overdoad prtn, Overheat prin, Ollevel prin, etc.
Type - Shell & Tube (Flooded Type)
Water Flow mh 47 | 59 | 72 | 90 | 108 | 117 | 132 | 153 | 165 | 188 | 206 | 230 | 267 | 310
Water Pressure Drop kPa 45 | 45 | 45 | 48 | 78 | 78 | 81 | 78 | 77 | 77 | 85 | 85 | 85 [ 85
Evaporator Flow Circut - 2 2 2 2 2 2 2 2 2 2 2 2 2
Cannection Pipe DN/mm | 100 | 100 | 100 | 125 | 125 | 125 | 150 | 150 | 150 | 150 | 200 | 200 | 200 | 200
| Fouling Factor 0.044m- C/RW.
Working Pressure MPa 1.0 MPa
Type = Shell & Tube
Water Flow m/h 58 | 74 | 89 | 113 | 135 | 146 | 165 | 192 | 206 | 235 | 257 | 288 | 333 | 387
Water Pressure kPa 50 | 52 | 52 | 55 | 80 | 80O | B0 | 80 | 80 | 80 | 88 | ss | 88 | ss
Condenser Flow Circut - 2 2 2 2 2 2 2 2 2 2 2 2 2 2
Connection Pipe DN/mm | 100 | 100 | 125 | 125 | 150 | 150 | 150 | 150 | 150 | 200 | 200 | 200 | 200 | 250
Fouing Faclor - 0.086a7-"C/KW
Working Pr MPa 1.0 MPa
Noise Level dB(A) | <65 | <65 | <85 | <65 | <65 | <85 <70 | <70 | <70 | <70 | <70 | <75 | <75
W Net Weight kg 2400 | 2550 | 2800 | 3100 | 3500 | 3550 | 3600 | 4000 | 40D0 | 4350 | 5550 | 5800 | 7000 | 7200
i 2 Operating Weight kg 2570 | 2730 | 3000 | 3320 | 3750 | 3800 | 3850 | 4280 | 4280 | 4650 | 5940 | 6210 | 7490 | 7700
Width mm 120 | 1120 | 1260 | 1260 | 1350 | 1350 | 1400 | 1500 | 1500 | 1400 | 1550 | 1550 | 2200 | 2200
Dimension Depth mm 100 | 3100 | 3100 | 3000 | 3650 | 3650 | 3550 | 3600 | 3600 | 3700 | 3750 | 3750 | 3700 | 3800
Height mm 700 | 1700 | 1800 | 1850 | 1850 | 1950 | 2000 | 2050 | 2050 | 2050 | 2300 | 2300 | 2850 | 2850
(22 (Flooded Type)
Specification MWSC-A3F__ 550 690 832 950 1050 | 1160 | 1260 | 1360 | 1448 | 1524 | 1654 _
1 Codling W 550 690 832 950 1050 | 1160 | 1260 | 1360 | 1 1524 | 1654
i RT 156 196 237 270 299 330 358 387 412 433 470
Power Supply & 380~400V/50Hz/3P
Power Input Cooling kW 05 127 155 178 192 214 232 248 262 276 296
Nominal Running A 92 236 276 315 342 381 416 434 469 504 531
Current Starting 768 944 1104 | 1260 | 1368 | 1524 | 1664 | 1736 | 1876 | 2016 | 2124
Max. Running A 285 345 394 428 476 520 543 586 630 664
Type = Semi-Hermetic Screw Compressors
Quantity - Za 2 o 2 |[Emoaa 2 (BN 2 |[Eeoaw 2 B
Compressor| Starting Type - Y-4
Capaclymmﬁg_‘ % 12.5%=100% 8 Step Contral
Refrigerant Charge/R22| kg 190 [ 220 | 240 | 280 | 320 [ 350 | 350 | 410 [ 410 | 410 [ 425
Control Mode - PLC Microprecossor Control
Protection 3 High/Low pressure prtn, Short of water petn, Antifreeze prin, Phase prin. Overload prtn, Overheat prtn, Olevel prn, etc.
Type - Shell & Tube (Flooded Type)
Water Flow m/h 35 119 143 163 181 200 217 234 249 262 284
Water Pressure Drop | kPa 62 63 62 62 63 60 66 60 66 72 67
Evaporator Flow Circuil - 2 2 2 2 2 2 2 2 2 2 2
C jon Pipe | DN/mm | 125 125 150 150 150 200 200 200 200 200 200
Fouling Factor - 0.044m™ C/KW
Working Pressure MPa 1.0 MPa
Type - Shell & Tube
Water Flow m/h 118 148 179 204 226 249 271 292 311 328 356
Water Pressure kPa 55 55 58 58 58 60 60 60 58 60 60
Condenser Flow Circuit - 2 2 2 2 2 2 2 2 2 2 2
C tion Pipe | DN/mm | 125 150 150 150 200 200 200 200 200 200 200
Fouling Factor - 0.086m™ C/AW
Working Pressure MPa 1.0 MPa
Noise Level dB(A) <75 <75 <75 <75 <75 <75 <82 <82 <82 <82 <82
Weight Net Weight kg 4000 | 4400 | 4800 | 5400 | 5800 | 6400 | B500 | 7100 | 7450 | 7150 | 7700
Operating Weight kg 4280 | 4710 | 5140 | 5780 | 6210 | 6850 | 6960 | 7600 | 7650 | 7650 | 8240
Width mm 1450 | 1500 600 | 1650 | 1600 | 1650 | 1650 | 1700 | 1800 | 1800 | 1800
Dimension Depth mm 4500 | 4650 | 4550 | 4600 | 4700 | 4700 | 4700 | 4700 | 4600 | 4600 | 4600
Height mm 1900 | 1900 | 1950 | 1950 | 2000 | 2150 | 2150 | 2150 | 2250 | 2250 | 2250
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Specification MWSC-A3H 1784 1860 1914 2190 2390 2680 2890 3100 3350 3600
: kW 1784 1860 1914 2190 2390 | 2680 2890 3100 3350 3600
Nominel Cacling Gapacky RT 507 529 544 623 680 762 822 881 953 1024
Power Supply - 380~400V/50Hz/3Ph
Power Input Cooling KW 315 330 339 386 414 476 513 550 594 638
Nominal Running A 558 584 610 680 728 812 893 942 1012 1082
Current Starling A 2232 | 2336 2720 2912 3248 | 3572 3768 4048 | 4328
Max. Running A 730 763 850 910 1015 1116 1178 1265 | 1353
Type - SemkHermetic Screw Compressors
- e 20 |3 2 [ONEE] 2 |eecome 2 [eeow] 2
Compressor Starling Type - Y=2\
Capacity Adjusting | % 12 5%-100% 8 Step Control
Refrigerant Charge/R22| kg 470 | 470 | 470 | 505 710 | 750 | 835 | 875 | 900
Control Mode - PLc Microprecossor Contml
Prot - High/Low pressure prin. Short of water prin, Anti-freaze prin, Phase prn, Overoad prin, Overheat prin, Ollevel prin. etc.
Type - Shell & Tube (Flooded Type)
Water Flow mi'/h 307 320 329 377 411 461 497 533 576 619
Water Pressure Drop kPa 63 67 72 65 76 75 115 115 116 116
Evaporator Flow Circult - 2 2 2 2 2 2 2 2 2 2
Connection DN/mm 200 200 200 250 250 250 250 250 300 300
Fouing Facior - 0.044m7-C/KW
Working Pressure MPa 1.0 MPa
Type - Shell & Tube
Water Flow m'h 384 400 412 471 514 576 621 667 720 774
Water Pressure Drop kPa 55 60 62 58 80 80 11 111 112 114
Condenser Flow Circuit - 2 2 2 2 2 2 2 2 2
C ] DN/mm 250 250 250 250 250 250 300 300 300 300
Fouling Factor - 0.086m* C/kW
Working Pressure MPa 1.0 MPa
Noise Level dB(A) <82 <82 <83 <84 <85 <86 <87 <88 <89 <80
Weight Net We kg 8380 380 8380 8800 11200 | 11500 | 11850 | 12750 | 13350 | 13550
Operating Weight kg 8970 3970 8970 9420 | 11980 | 12310 | 12680 | 13640 | 14280 | 14500
Width mm 1800 800 1800 1950 2050 2050 2300 2300 2350 2350
Dimension Depth mm 4850 4850 4850 4650 5400 5400 5950 5950 5850 5850
Height mm 2300 2300 2300 2300 2500 2500 3000 3000 3050 3060
E"Rﬂ,@é}@ (Flooded Type)
S on 3f 245 | 288 | 320 | 365 | 420 | 465 | 530 655 1120
' KW 245 | 288 | 320 | 365 | 420 | 465 | 8§30 saz 655 730 m sao 1120
NN Dsolog Gy RT | 70 | 82 | o1 | 104 | 119 | 132 | 151 | 165 | 186 | 208 | 230 | 270 | 318
Power Supply - 380-400V/50Hz/3Ph
Power Input Codling KW 44 52 58 65 74 82 93 103 | 114 | 127 | 149 | 174 | 198
Nominal Running A 75 89 98 111 | 126 | 140 | 159 | 174 | 193 | 215 | 265 | 305 | 347
Current Starting A 526 | 620 | 687 | 777 977 | 1110 | 1221 | 1353 | 1504 | 1856 | 2137 | 2430
Max. Running A 94 | 111 | 123 [ 138 | 157 [ 175 | 1 218 | 242 | 269 | 332 [ 382 [ 434
Type - Semi-Hermetic Screw Compressors
Quantity - T 1 A 1 ] 1 [ e 9 |erem| 7 [WEQ
Compressor Starting Type - Y-4
Capacity Adjusting % 25%-100% 4 Step Contro|
134 kg 100 | 115 | 190 | 125 | 416 | 120 | 14 | 150 [ 175 [ 160 [ 215 [ 215 [ 240
Control Mode - PLC Microprecossor Control
Protecti - mMdemmm@mpwwﬂ Oillevel prin, ete.
Type - Shell & Tube (Flooded Type)
Water Flow m'h 42 50 55 63 72 80 91 100 | 113 | 126 | 169 | 169 | 193
Water Pressure Drop | kPa 45 44 45 45 44 44 79 78 86 84 | 85 85 82
Evaporator Flow Circuit - 2 2 2 2 2 2 2 2 2 2 2 2 2
Connection Pipe__| DN/mm | 100 | 100 | 100 | 100 | 125 | 125 | 125 | 125 | 125 | 125 | 150 | 150 | 200
Fouling Factor - 0.044rm- C/KW
Working Pressure MPa 1.0 MPa
Type - Shell & Tube
Water Flow mh 53 62 69 78 90 | 100 | 114 | 125 | 141 | 157 | 214 | 211 | 241
Water Pressure Drop | kPa 45 48 45 45 50 45 76 76 76 76 | 78 78 87
Condenser Flow Circuit - 2 2 2 2 2 2 2 2 2 2 2 2 2
Connection Pipe_| DN/mm | 100 | 100 | 100 | 125 | 125 | 125 | 125 | 125 | 150 | 150 | 150 | 150 | 200
Fouling Factor - 0.086n- C/kW
Working Pressure MPa 1.0 MPa
Noise Level dB(A) <65 <65 <65 <65 <65 <65 <70 <70 <70 <70 <70 <75 <75
Wocha Net Weight kg 2600 | 2700 | 2800 | 3000 | 3100 | 3300 | 3600 | 3700 | 3800 | 4200 | 5060 | 5050 | 6300
9 Operating Welght kg 2780 | 28090 | 3000 | 3210 | 3320 | 3530 | 3850 | 3960 | 4070 | 4490 | 5400 | 5400 | 6740
Width mm 100 | 1100 | 1100 | 1100 | 1150 | 1250 | 1300 | 1300 | 1300 | 1300 | 2100 | 2100 | 2100
Dimension Depth mm | 3100 | 3100 | 3100 | 3100 | 3100 | 3000 | 3500 | 3500 | 3650 | 3550 | 3650 | 3650 | 3750
Height mm | 1750 | 1750 | 1750 | 1800 | 1800 | 1850 | 2000 | 2000 | 2000 | 2000 | 2800 | 2800 | 2800
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[RiLB4A (Flooded Type)
885 930 995 1060

Specification [Mwscc3d &40 698 730 785 840
Nominal Cooling Capach kW 640 698 730 785 840 885 930 985 1060
i RT 182 198 208 223 239 252 264 283 301
Power Supply - 380-400V/50H2/3Ph
Power Input Cooling KW 116 125 131 140 148 156 164 176 187
Nominal Running A 196 212 222 237 251 265 279 298 317
Current Starting A 785 848 888 948 1006 1060 117 1192 1268
Max. Running A 245 265 278 296 314 331 349 373 396
Type - Semi-Hermetic Screw Compressors
Quantity - 2| 2 [ 2 ] 2 [ 2 2 | 2 2 =2
Compressor Starting Type - Y-A
% 12,5%-100% 8
1 225 | 226 | 225 | 245 | 245 300 | 300 | 340 [ 340
Control Mode - PLC Microprecossor Control
Protecti - Short of water prin, Antifreeze prin, Phase prin. Overoad prin, Overheat prin, Ollevel prin, etc,
Type - Shell & Tube (Flooded Type)
Waler Flow m'h 110 120 126 135 144 152 160 171 182
Water Pressure Drop kPa 66 61 70 60 68 61 69 60 68
Evaparator Flow Circull - 2 2 2 2 2 2
Connection Pipe DN/mm 150 150 150 150 150 150 150 150 200
| __Fouling Factor = 0.044m’. C/kW
Working Pressure MPa 1.0 MPa
Type - Shell & Tube
Water Flow m'n 138 150 157 169 181 190 200 214 228
Water Pressure Drop kPa 52 52 58 50 55 50 52 50 55
Condenser Flow Circutt - 2 2 2 2 2 2 2 2 2
Connection Pipe DN/mm 150 150 150 150 150 150 150 200 200
Fouling Factor 0.086m’- C/kW
| Working Pressure MPa 1.0 MPa
Noise Level dB(A) <75 <75 <75 <75 <75 <75 <82 <82 <82
Wit Net Weight kg 4850 4950 5000 5300 5350 5650 5700 6200 6250
o Operating Weight kg 5190 5300 5350 5670 5720 6050 100 6630 6690
Width mm 1450 1450 1450 1500 1500 1550 550 1750 1750
Dimension Depth mm 4650 4650 4650 4550 4550 4600 4600 4700 4700
Height mm 1900 1900 1900 1950 1950 1950 1950 2150 2150
Ril&4la (Flooded Type)
Specification [MwSCC3H__ 1115 1170 1240 1310 1390 1460 1520 1680 1820
Nominal Cooling C. KW 111 1170 12 1310 1390 1460 1520 1680 1820
pduzieed RT 317 333 353 372 395 415 432 478 517
Power Supply 2 380~400V/50Hz/3Ph
Power Input Cooling kW 196 205 217 228 241 253 270 298 323
Nominal Running A 333 349 368 387 408 430 485 530 571
Current : A 1332 1395 1472 1546 1632 1719 1939 2122 2282
Max, Running A 418 436 460 483 510 537 606 663 713
Type - Semi-Hermetic Screw Ci 8SS0rS
Quantity - 2amn| 27 [EEgaas 2 2 2 |oewpams 22 [y
Compressor Starting Type - Yo\
Capacity Adjusting % 12.5%-100% 8 Step Control
|Refigerant ChergeR134d kg 320 | 320 | 350 | 350 | 410 | 410 | 480 | 540 | 660
Control Mode - PLC Microp Control
Protection - High/Low pressure prin, Short of water prin, Antireeze prin, Phase prin, Overload prin, Overheat prin, Ollevel prin, etc,
Type 2 Shell & Tube (Flooded Type)
Water Flow m'/h 192 200 213 225 240 251 261 289 313
Water Pressure Drop | kPa 68 68 68 68 68 68 90 90 116
Evaporator Flow Circuit - 2 2 2 2 2 2 2
Cannection Pipe | DN/mm 200 200 200 200 200 200 200 200 200
Fouling Factor - 0.044m? C/kW
Working Pressure MPa 1.0 MPa
Type - Shell & Tube
Water Flow m'/h 240 252 267 282 209 314 327 361 391
Water Pressure Drop | kPa 50 52 50 55 50 55 80 82 101
Condenser Flow Circuit - 2 2 2 2 2 2 2 2 2
C fion Pipe | DN/mm 200 200 200 200 200 200 250 250 250
Fouling Factor - 0.086m™ C/KW
Working Pressure MPa 1.0 MPa
Noise Leve| dB(A) <82 <82 <82 <82 <83 <84 <85 <86 <87
Weight Net Weight kg 8450 6500 7000 7100 7400 7500 8700 9700 10050
Operating Weight ko 6900 6960 490 7600 7920 8030 9310 10380 10750
Width mm 1750 1750 850 1850 1900 1900 1900 2000 2100
Di Depth mm 4700 4700 4700 4700 4600 4600 5150 5300 5850
Height mm 2150 2150 2150 2150 2250 2250 2350 2400 2850
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