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CELLING FAN COIL

S5 (hios osS 09
UNIT Celling Fan Coil
MODEL FC200 FC300 | FC400 FC600 FC800 | FC1000 | FC1200
AIR FLOW RATE (CFM) 200 300 400 600 800 1000 1200
TOTAL 7500 11200 | 14700 | 20500 | 26700 | 35400 | 44200
NOMINAL | COOLING
= CAPACITY SENSIBLE | 4700 6800 8800 12700 | 16500 | 22500 | 27300
S | (BTUM)
HEATING 14400 | 23600 | 30000 | 43000 | 57500 | 71300 | 87400
WATER FLOW RATE (GPM) 2 2.5 3 4 5 8 9
PIPING CONNECTION (IN) 3/4
FIN ROW/FPI 3/12
POWER SUPPLY (V/HZ) 220-240/50
8 INPUT POWER (HP) 1/30 1/30 1/25 1/25 1/20 1/20 1/20
5 NO OF MOTOR 1 1 al 1 2 2 2
= CLASS B
MAX RPM 1300
TYPE Centrifugal Fan (Forward Curved)
<z: NO OF FAN 1 i 1 2 2 3 3
. FAN MODEL (CFM) 300 300 300 300 400 400 400
NOISE LEVEL (DB) 42 48 57 59 61 62 62
DIMENSION cM 65*48*21 | 75*48*21 | 85*48*21 | 100*48*21 | 110*48*21 | 130*48*21 | 150*48*21
E (L*W*H) IN 25%19*8 30*19*8 33*19*8 40*19*8 | 43*19*8 51*19*8 60*19*8
8 NET WEIGHT (Kg) 36 41 48 55 63 77 88
FILTER Aluminum
DRAIN PAN/ CONNECTION Galvanized / 1/2
Note:

1. Nominal condition, Cooling: entering air temp 27 C DB/19.5

C WB; entering water temp 70C, leaving water temp 120GC;

Heating: entering air temp 210C; entering water temp 600C, the same water flow as that in cooling
2. Air flow is tested with standard air condition (200C DB) and dry coil.

3. ( 8P-3R : Eight pipe Three Rows)

4. Static pressure is measured without filter and air outlet (no plenum).
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FLOOR STANDING UNIT
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UNIT Floor Standing Fan Coil
MODEL FC200 | FC300 | FC400 | FC600 | FC800 | FC1000 | FC1200
AIR FLOW RATE (CFM) 200 300 400 600 800 1000 | 1200
NOMINAL| cooun |_TOTAL | 7500 | 11200 | 14700 | 20500 | 26700 | 35400 | 44200
o SENSIBLE| 4700 | 6800 | 8800 | 12700 | 16500 | 22500 | 27300
O CAPACITY
| BTUsm) HEATING 14400 | 23600 | 30000 | 43000 | 57500 | 71300 | 87400
WATER FLOW RATE (GPM) 2 2.5 3 4 5 8 9
PIPING CONNECTION (IN) 3/4 3/4 3/4 3/4 3/4 1 1
ALUMINUM FINROW/FPI | 3/12 | 3/12 | 3/12 | 3/12 | 3/12 3/12 | 3/12
POWER SUPPLY (V/Hz) 220-240/50
= INPUT POWER (HP) 1/30 | 1/30 | 1/25 | 1/25 1/25 1/20 | 1/20
5 NO OF MOTOR 1 1 1 1 2 2 2
S CLASS B
MAX RPM 1300 | 1300 | 1300 | 1300 | 1300 | 1300 | 1300
- TYPE Centrifugal Fan (Forward Curved)
< NO OF FAN 1 1 2 2 4 4 4
NOISE LEVEL (DB) 37 39 42 46 46 48 48
DIVENSION o | 887225 | 100722* [ 120°22% [ 137°22* [ 150%22* [ 175*22% | 195%22*
5 55 55 55 55 55 55
E (L*W*h) IN 35*9%22 | 40*9*22 | 47*9*22 | 54*9*22 | 59*9*22 | 69*9*22 | 77*9*22
Q NET WEIGHT (Kg) 30 31 33 42 50 57 65
FILTER Aluminum
DRAIN PAN/ CONNECTION Galvanized / 1/2
Note:

1. Nominal condition, Cooling: entering air temp 27 C DB/19.5

C WB; entering water temp 70C, leaving water temp 120GC;

Heating: entering air temp 210C; entering water temp 600C, the same water flow as that in cooling
2. Air flow is tested with standard air condition (200C DB) and dry coil;

3. Sound pressure level are measured in an acoustic room, position of the measure point is Tm in the
front and 1m below the vertical center line of the unit

4. Static pressure is measured without filter and air outlet (no plenum).
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DUCTED FAN COIL
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Unit Ducted Fan Coil
Model DFCO6 | DFCO8 | DFC10 | DFC12 | DFC14 | DFC16 | DFC18 | DFC20
Air flow rate (CFM) 600 | 800 | 1000 | 1200 | 1400 | 1600 | 1800 | 2000
cooting |Tot2!_| 32000 | 40500 | 51000 | 63500 | 68800 | 78500 | 89000 | 99800
Sensibl
Nominal | Btwh) | >*"" | 50500 | 26500 | 37000 | 47500 | 52000 | 63300 | 72700 | 83400
5 : 10250 | 11350 | 12430
S Heating (Btu/h) | 51500 | 62000 | 75500 | 86000 | 91000 | o o
Water flow rate (GPM) 6 7 8 9 10 11 12 13
Piping Connection (in) | 1-1/4 | 1-1/4 | 1-1/4 | 1-1/4 | 1-1/4 | 1-1/4 | 1-1/4 | 1-1/4
Rows/FPI 3/12 | 3/12 | 3/12 | 3/12 | 3712 | 3712 | 3712 | 3/12
Air Flow (CFM) 600 | 800 | 1000 | 1200 | 1400 | 1600 | 1800 | 2000
< Centrifugal Fan Inlet 2 2 2 2 2 2 2 2
= No of Fan 1 il i 1 2 2 2 2
Power supply (V/Ph/Hz) 220/1/50
>
3 Filter Aluminum
o
Note:

1.  Nominal condition,

Cooling: entering air temp 270C DB/19.50C WB; entering water temp 70C, leaving water temp
120G;

Heating: entering air temp 210C; entering water temp 600C, the same water flow as that in cooling;
3.( 16P-3R : 16 pipe Three Rows)

4. Static pressure is measured without filter and air outlet (no plenum).
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